S58

QUICK START GUIDE

UNBOXING AND SE TUP
1. Remove the machine from the box and place it on a
solid, level surface. Be sure to keep the packaging.
2. Inspect the machine for damage. If you notice any,
contact us immediately.
3. Ensure you have a 2 inch (5 cm) diameter hole in
your counter to feed the machine’s power and
water lines through. This hole should be located
directly behind the machine.
4. Put the machine’s under-counter box in place on a
solid, level surface.

RESERVOIR
1. Fill the reservoir and turn on the machine
using the main power switch.
2. While the boilers are ﬁlling, lift the brew
lever until 4 oz of water have drawn
through the group head. Then lower the
brew lever.
3. Check under the machine for leaks where
the braided line is fastened to the inlet.

5. Feed the two power cables from the machine down
through the hole and feed the built-in braided water
line from the under-counter case up through the hole.
6. Plug the two power connectors into their respective
outlets on the back of the under-counter box.
7. Hand tighten the braided line to the water inlet on the
underside of the machine and then give it a quarter
turn with a wrench.
8. Before introducing water to your machine use the
included water hardness test strips to test your water.
Go to clivecoffee.com/water for more info.

DIRECT PLUMB
1. Fasten one end of the included loose braided line
to the pump inlet on top of the machine’s
under-counter case until hand tight, then give it
a quarter turn with an adjustable wrench.
2. Fasten the other end of the braided line to your
water line.
3. Turn this valve on the machine’s under-counter
box such that it points toward the water spout
icon. Next, ﬂip the switch on the rear of the box
toward the spout icon.

4. Open your water line and check for leaks at all the
connection points.
5. Give the machine at least 20 minutes to warm up,
at which point you’re ready to begin pulling shots!
For tips on pulling espresso and steaming milk,
please visit: clivecoffee.com/espresso101

TEMPERATURE CONTROL
The temperatures of the S58’s two boilers can be
controlled through the display on its face, referred
to as a PID.
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Pressing the + and - buttons simultaneously
opens the settings menu. From here you can use
the + button to cycle through the different
submenus and the - button to enter a submenu.
Once in the submenu you will use the + and buttons to alter the value of that speciﬁc setting.
To save and exit, simply cycle through the menu
with the + button until the machine begins
displaying temperature again.

: Brew Boiler Temperature (°F)
: Steam Boiler Temperature (°F)
: Steam Boiler On/Off Toggle
: Cleaning Reminder
: Eco Mode

The Cleaning Reminder setting will display a
backﬂush cleaning reminder on the PID when
the number of shots pulled reaches the number
you select (we recommend every 5-10 shots).
The Eco Mode setting will automatically turn the
machine off after the speciﬁed number of
minutes since the last shot was pulled.

BACKFLUSH CLEANING

STEAM WAND CLEANING
1. Always purge the steam wand immediately after
steaming milk by turning it on for at least 2
seconds, emptying it into a towel or drip tray.

1. Remove the basket from the portaﬁlter and replace
it with the included backﬂush blank.
2. Add a teaspoon of backﬂush cleaning powder (or
one tablet) to the blank and insert your portaﬁlter
into your machine.

2. Should the steam wand ever become clogged, soak
the steam wand and tip in Rinza cleaning solution.

3. Lift the brew lever for 10 seconds, then turn it off
for 5 seconds. Repeat until the expelled water is no
longer frothy (generally about 10-15 cycles).
4. Perform a backﬂush with detergent every 3-5
weeks, interspersed with water backﬂushes every
few days.

For more tips and videos on everything from
espresso technique to espresso machine care
and maintenance, please visit:

»

support.clivecoffee.com
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